
Luminaire Schedule

Symbol Qty Label Arrangement Total
Lamp Lumens

LLF Description Lum. Watts

23 BOLLARD SINGLE 1069 0.930 BOLLARD LED LIGHT BY CYCLONE
LIGHTING. HEIGHT-32"

22

29 BUILDING LIGHT SINGLE 2000 0.800 26 WATT FLUORESCENT AT 8'
BY TRANS GLOBE LIGHTING

32

7 STREET LIGHT SINGLE 2559 0.930 49

Calculation Summary

Label CalcType Units Avg Max Min Avg/Min

CalcPts-SITE Illuminance Fc 1.45 8.94 0.27 5.37

TYP.LED ENERGY
EFFICIENT
PARKING LIGHT.
HEIGHT-16'

COLOR TEMPERATURE
CCT

5000 KELVIN

5000 KELVIN

5000 KELVINSITE LED LIGHT BY CYCLONE LIGHTING
HEIGHT-16'

TYP. ENERGY EFFICIENT
FLUORESCENT
BUILDING LIGHT

DESCRIPTIONSHEET #

E-1

LIGHTING PLAN
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PHOTOMETRIC STUDY

3 WALL & TREE LIGHT SINGLE 1681 0.930 25 4300 KELVINWALL & TREE LED LIGHT BY ALLSCAPE
LIGHTING

TYP.LED ENERGY
EFFICIENT
WALL & TREE LIGHT

LIGHT TRESPASS
LIMITED TO LESS THAN
1 FOOT-CANDLE AT
PROPERTY LINE PER
CONDITIONAL USE
PERMIT "SUBMITTAL
REQUIREMENT".

PER THE CONDITIONAL USE PERMIT "SUBMITTAL REQUIREMENT"
DATED 4/08, PAGE 4 OF 6, THIS STUDY DEMONSTRATES
COMPLIANCE WITH ALL REQUIREMENTS.
· COMPREHENSIVE EXTERIOR LIGHTING PLAN BT A LICENSED

LIGHTING PROFESSIONAL-COMPLIED
· LIGHTING FIXTURE SPECIFICATIONS AND LOCATIONS (USE OF

ENERGY EFFICIENT FIXTURES AND TECHNOLOGY IS
REQUIRED)-COMPLIED

· PROPOSED LIGHTING INTENSITY-COMPLIED. FOLLOWED IESNA
RECOMMENDED PRACTICES FOR WALKWAYS AND DRIVE-AISLES
IN A MULTI-FAMILY SITE OF .25 FOOT-CANDLES MINIMUM,
WITH GREATER THAN 1 FOOT-CANDLE AVERAGE.

· COLOR TEMPERATURE-COMPLIED. BETWEEN 4100-4300
KELVIN. SEE FIXTURE SCHEDULE ABOVE.

· EXISTING AND REQUIRED STREET LAMPS LOCATED IN THE
IMMEDIATE VICINITY OF SITE.-NONE SHOWN ON CIVIL PLAN

TYP. ENERGY EFFICIENT
LED BOLLARD.
HEIGHT-32"

TYP. FLUORESCENT
ENERGY EFFICIENT
WALL LIGHT

1 MONUMENT LIGHT SINGLE 3400 0.800 50 4100 KELVIN42 WATT MONUMENT WALL LIGHT
BY TRANS GLOBE LIGHTING


